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TEMPORARY INSTALLATIONS

Technical data:GEDA MH 660

660 lbs

165 ft

65 ft/min

2.4 hp/240 V/60 Hz/11 A

Whether scaffolding elements, tools or other construction materials: The  
GEDA MH 660 is the compact and robust partner for efficient material  
transport at construction sites. The lightweight aluminium mast elements can 
be assembled by one person.
The convenient loading and unloading ramp ensures comfortable access to the 
platform, which is approved for transporting up to 660 lbs. Once at the landing 
level, the car of the GEDA MH 660, which can be swivelled by 90 degrees,  
allows a safe transition and comfortable loading and unloading.

MATERIAL HOIST

UL listed electrical components

Quick installation

Designed for scaffold erection

Rotating platform

German engineered

Aluminium mast system compatible 
with GEDA MH 660 Boiler Hoist

https://www.gedausa.com/mh-660-material-hoist.html
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Vertical installation details:Platform:

Space requirements:
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Max. installation height (H)
165 ft

Max. protruding mast length (W)
9 ft 10 inch

Max. vertical distance of the 
mast anchors (G)

13 ft

Max. first mast anchor (E)
Base mast

Normal space requirement 
in front of a wall

Normal space requirement 
in front of a scaffold

GEDA MH 660 swivel platform 1 loading and unloading ramp
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TEMPORARY INSTALLATIONS

MATERIAL HOIST


